Technicky list fady vyrobku OS RAM
XENARC NIGHT BREAKER LASER

Nejsiln&jsi xenonova vybojka OSRAM

AZ 0 200 % vice jasu Az 250 m dlouhy svételny kuzel AZ 0 20% bélejsi svétlo
Vice svétla umoznuje Fidi¢i vidét dale a Pro lepsi viditelnost Témér laserovy vzhled ve srovnani se
reagovat rychleji ve srovnani s standardem

minimalnimi pozadavky

Nejsilnéjsi xenonova vybojka OSRAM

XENARC NIGHT BREAKER LASER je nejjasnéjsi homologovana
xenonova vybojka od spole€nosti OSRAM. Tato vykonna
vybojka s u€innou xenonovou technologii zajistuje lepsi
viditelnost na silnici: az 0 200 % vice jasu ve srovnani
legislativou pozadovanym minimalnim standardem. Vice
svétla umozZnuje vidét dale a proto reagovat dfive. Svételny
kuzel je dlouhy az 250 metr(, svétlo je az o 20 % bélejsi,
blizké laserovému vzhledu. Objevte vykon XENARC NIGHT
BREAKER LASER - nejsilné&jSi xenonové vybojky od spole€nosti
OSRAM, dostupné v modelech D1S, D2S, D3S a D4S.
Upozorfiujeme, Ze vyménu vybojek XENARC doporucujeme
provadét v paru a profesionalné.
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Technicky list Fady vyrobku

Technické udaje

Parametry Fotometrické udaje Rozméry &
vaha
Popis vyrobku Prikon Jmenovité Jmenovity Testovaci | Svételny  Tolerance Primér
napéti vykon napéti tok svételného
toku
i()ENARC NIGHT BREAKER LASER D1S  35W 850V 35,00 W 135V 3200 lm 15 % 9 mm
i()ENARC NIGHT BREAKER LASER D2S  35W 850V 35,00 W 135V 3200 lm 15 % 9 mm
i()ENARC NIGHT BREAKER LASER D3S  35W 42,0V 3500w 135V 3200 lm 15 % 9 mm
i()ENARC NIGHT BREAKER LASER D4S  35W 42,0V 3500w 135V 3200 lm 15 % 9 mm
Zivotnost Vlastnosti Certifikaty | Environmental information
& Information according Art. 33 of EU
standardy Regulation (EC) 1907/2006 (REACh)
Popis vyrobku Zivotnos  Zivotnos | Technologie | ECE Date of Declaration Primary Article
tB3 tTc kategorie Identifier
i(ENARC NIGHT BREAKER LASER D1S 1500 h 3000 h HID D1S 2 06-03-2024 4052899993075 |
) 4052899993051 |
4052899993037 |
4052899993013 |
4052899992870
i(ENARC NIGHT BREAKER LASER D2S 1500 h 3000 h HID D2s 2 06-03-2024 4052899992955 |
) 4052899992917 |
4052899992894 |
4052899993259 |
4052899992931
i(ENARC NIGHT BREAKER LASER D3S 2000 h 3000 h HID D3s 2 06-03-2024 4052899993150 |
) 4052899993136 |
4052899993112 |
4052899993099 |
4052899992979
i(ENARC NIGHT BREAKER LASER D4S 2000 h 3000 h HID D4s 2 06-03-2024 4052899993235 |
) 4052899993198 |
4052899993174 |
4052899992993 |
4052899993211

Popis vyrobku Candidate List CAS No. of substance  Safe Use Instruction Declaration No. in
Substance 1 1 SCIP database
Lead 7439-92-1 The identification of ccb03c4a-a29c-4abe-

i()ENARC NIGHT BREAKER LASER D1S

the Candidate List
substance is
sufficient to allow
safe use of the
article.

920d-8f9616541d50 |
99f64b8f-b549-4139-
9e34-d3907343674d
| 1281f73d6-719d-
4570-a537-
1f78ed0a9f77
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Popis vyrobku

Candidate List
Substance 1

CAS No. of substance
1

Safe Use Instruction

Declaration No. in
SCIP database

i()ENARC NIGHT BREAKER LASER D2S  LeadNo declarable 7439-92-1 The identification of 17595d45-dd65-
substances contained the Candidate List 41e7-854c-
substance is 104ccf2eebba | |
sufficient to allow eedb09c4-16d9-
safe use of the 4313-8631-
article. daafbbebde51
Lead 7439-92-1 The identification of 83497fdb-f0d9-456b-

i()ENARC NIGHT BREAKER LASER D3S

the Candidate List
substance is
sufficient to allow
safe use of the
article.

bd77-0d812a8e2775
| cfe441c2-c423-
4£33-a5b0-
b2a8b7592c15| |
d751e109-de28-4acf-
9d59-e29beb418a68

i()ENARC NIGHT BREAKER LASER D4S

No declarable
substances contained

In work

1)

2 Pro provoz pouze s homologovanym elektronickym predfadnikem

Snizena emise ultrafialového zafeni/Pro projekéni svétlomety/Homologace podle ECE s oznacenim DOT
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Bezpec€nostni pokyny
XENARC lamps should be replaced by a qualified mechanic.

This product must only be operated with approved electronic control gear.

Pravni rady
Svételny vykon ve srovnani s minimalnimi pozadavky ECE R98/99.

Tento vyrobek smi byt provozovan pouze se schvalenym elektronickym predradnikem
Vybojky XENARC by mél vymeénovat kvalifikovany mechanik

Snizené emise UV zafeni | Pro projekéni svétlomety | Schvaleni EHK a Stitek DOT
*450 lm

Pokyny k pouziti
Podrobnéjsi informace k pouziti a grafiku najdete v technickém Llistu.

Vylouceni odpovédnosti
Zmény bez predchoziho upozornéni vyhrazeny. Chyby a opomenuti vyhrazeny. Vzdy se ujistéte, ze pouzivate nejnovéjsi
vydani.
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